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Preface

To User

Dear users:

Thank you for your interest in Lifan car and had chosen this car.

Lifan car is the latest innovated product developed by this company. Please read the User's
Guide carefully before using this vehicle product for the first tim&ill guide you to use our
product more correct and safer.

Also, we would like to ask you to take maintenance at your local service station as per
stipulation in Maintenance Manual. In time and necessary maintenance will not only prolong
service life ofthe car, but also will bring you a safe journey.

Our company is committing in continuous improvement of products, and the revision of the
manual may not be kept up with this, therefore if you found your car has some features that is
different with the deggptions in this Manual, your car is the final reference please. The
changes of the revision will be made without any notice in advance.

Preface
This User's Guide applies for

Lifan LF7160,LF7160L1,LF7130A cars

If the explanatin to certain function of product is not clear enough in this Manual, or is there anything
unclear, please contact your local Lifan vehicle service station for help in operation & maintenance.

Lifan vehicle will bring you good luck and we wish you a pleagaurney!

Thank you

Lifan Auto Mexico
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Keys
This is vehicle is  equipped with 2 keys

Two master keys
Remote controller (if the vehicle you
Purchased has remote dagrening function)
Key label
A0 Mager keys
Able to open all locks on vehicle.
Bd Remote controller
Able to unlock door lock without kéythe key can open all locks.on the vehicle .
Cd Key label
Number of key is marked on key label, keep it safe in case others to order/make keys illegally with this
label.

Note:

Take away vehicle keys when leaving vehieleen for short.

Anti -theft Control system(option)

Anti-theft control system may prevent from unauthorized operating of your vehicle.

A pulse transmitter is located inside your vehicle keys, when starting up engine, the controllethiafanti
control sywtem when verify the correctness of pulse signals generated from transmitter inside keys,so to
prevent from starting your vehicle with illegal keys.

Therefore only keys encoded and authorized by Lifan Automobile Co., Ltd. can be used.

(According to configmation of antitheft control systems in different models, their functions may have
differences.)

Lifan Auto Mexico
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Vehicle door

Central control door lock option™

010060
QA AT

When the doors are shut, or when lock (or unlock) left/right front door locks by pressing down (ay pulli
up) lock pins (refer to figure) on four doors, it may control synchronous lock or unlock of other doors. It
has no relationship with door lock control and ignition switch.

Note:

-It's unnecessary and dangerous to attach or modifytradti control syeem of any other forms. It will
damage central control unit of vehicle and endangers other electrics devices.

-The user should take full responsibility to any loss due to the user had tampered with or modified electrics
system in other forms.

Child Safety Lock

As shown in above figure, when switch up the vehicle lock bar, the child safety lock is is nhow OFF, the
handle inside vehicle is deactivated and the vehicle door can only be opened from outside.
This system has nothing to do with central authaitte lock system.
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Controller

1. Remote control transmitter

This vehicle is equipped with one remote controltransmitter, each can work independently.

Keep your remote control transmitter safe in case others illegally break into your vehicle. If any of the
remote control transmitter was lost, go to Lifan Automobile franchised service station to reconfigure the
remote control transmitter, which will deactivate the lost remote control transmitter.

2. Remote control system

Remote system allow you to control theod lock remotely.

When remote controlling, the remote transmitter sends out radio signal after encoding, the remote receiving
controller receives and verify this signal in case your vehicle is unlocked by illegal transmitter. Therefore,

your vehicle can wly be unlocked by remote transmitters encoded by authorization of Lifan Automobile

Co., Ltd.

Within remote control di stance, press down AUnlI ock
The turn lights on both sides of vehicle will flashdwe ; Press downifiLockobutton o
lock all doors, and in the same time the turn lights on both sides of vehicle will flash once.

Lifan vehicle is furnished with advanced 20km/h auto lock function, to prevent from accidental opening of
vehicles doors during running, which may cause injury to passengers.

3. Change battery for remote control transmitter
After certain interval, battery capacity of remote control transmitter may reduced and cause deterioration of
remote effect, change batteryniécessary.

Note:

Do not press the button of remote control transmitter when not used, this may shorten the life of battery,
and cause temporary failure of remote control transmitter.
When changing battery, open transmitter cover and insert new batteligbly, replace transmitter cover.
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Trunk compartment cover

Trunk compartment lock is unlocked by pulling cable.

Unlock and lock

Unlock:When switching unlock mechanism at side plate to the left of driver's seat, the trunk compartment
is unlocked.

Lock: Push down and shut trunk compartment cover, lift it slightly to check if it is securely shut.

Note:

Do not drive vehicle when trunk compartment cover is open or not completed shut, or the exhausted gas
from engine may enter passenger compartment.

Engine hood

When unlock engine hood lock, pull tie rod located at right bottom of dash board, to disengage engine hood
hook from shift 1.
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Open engine hood:

<R !ol

You should stir hook apart through the cracks in lower grill in front of the engine hthath raise the
engine hood , pull out the strut and support into engine hood stiffening plate inside bore.

Close engine hood:

engine hood strut bacthe holder, than make the engine hood fall freely in the height of 30cm and
confirm the lock.

Door glass

Door glass electric window regulator switch assembly
Location:
Driver side door.
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Operation:

For driver's convenience, there are 5 control swiatre driver side door, among which four are used to
control door glass electric window regulator, the other one controls kids lock switch.

Please operate as the current is turned on.

Switch upward or downward will open or close the relative pane.
Kids lodk switch may lock or unlock left/right rear door glass electric window regulator operation function.

The switch on passenger side doors or driver side door can control the passenger side door pane. If you
press lock on driver side door, the switch osggmger side door can not be operated except the switch on
driver side door.

Note:

-During running, passengers are forbidden to stretch out from windows.

‘When door glass reaches up or lower limit, please stop holding control switches, or it may carse hum
failures.

-Turn off startup switch and pull out key before leaving door, in case kids left in window play with the
control switch.

‘When the engine is not started, avoid frequent raising or lowering door glass, to avoid excessive
consumption of batterngower.

Back view mirror

Anti -dazzle internal back view mirror

Lifan Auto Mexico
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There are 'day' and 'night' two position for internal mirror. Move the adjust shaft to ‘day' position when
drive the car in the day. Move the adjust shaft to 'night' position when drivaathat night, which can
decrease the strong light at driver eyes from the back car head light (adjust shaft is located at down of the
mirror).

Noté

Keep driver's back view area. Select the ‘day' position and adjust it to acquire the best view atea. If y
select the 'night' position, which may decrease the clear and view area of the mirror.

Electric back view mirror adjustable from inside

Electric adjustable external back view mirrors on both sides can be adjusted in left/right/up/down angle by
reguldor buttons on driver's side door,after adjustment, please turn the button back to the middle position.If
adjust finished, dial backniOo0.

Adjust permitted if ignition switch connected.

Operation:
- First select to adjust back view mirrors on left or rigile, then switch back view mirror switch to L (left)
or R (right).
- Then joggle switch front, back, left and right, in the same time the mirror inside back view mirror will
adjust the angle of back view mirror upward, downward, leftward and rightwaedaied to the control
direction, till a satisfied angle is obtained.
LThe return adjust switch tofAiOdoposition.
incase the direction of back view mirror

Note:

Do not switch while rotating, or it may damage the switch.
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Head rest

Adjust head rest haght
Grip two sides of head rest with both hands and pull it upward or push downward, till position suitable for
head.

Detach and installation
Front head rest:

¥ Detach:
Press the unlock button on left guide telescoping seat.Play upward properly tedoggide telescoping
direction of head rest to pull out head rest.

¥ Installation:
Align guide telescoping on head rest with holes on seat, apply slight force to press downward to install the
head rest onto seat.

Note:

Adjust the middle of the head redbse to the above of the ear most. Confirm the head rest fixed first, do
not drive without head rest confirmed.

Seat

Front seat:

S
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Moving seat forwards and backwards
Lift governor lever at the front bottom of seat (refer to A in figure) to move front Heen release
governor lever, slightly move seat to engage the lock gear.

Adjust back rest angle
The button for adjust position of back rest and swivel back rest side (refer to B in figure).

Note:

For safety, seat adjustment shall be proceeded whétieveéhstop condition.

Rear seat

Foldable rear seat

Fold the rear seat to down, which can increase the area of trunk, so you can put some big thing in the trunk.
Pull up the handle of the rear seat,and then fold the rear seat forward.

If you want to replace the rear seat to up position, please pull the rear seat, then push the rear seat to lock
position and confirm the rear seat has been locked.

Rack guard plate

Rack guard plate behind rear seat may be used to store light things,but notbddkeriew must be
obstructed.

Note:

Heavy objects mustn't be placed on rack guard plate, otherwise they may injure passengers at emergency
brake, besides, the heating element for rear window may be damaged by abrasion of such objects.

Lifan Auto Mexico
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Seat belt

Always fasten seat belt during driving, so to make best use of the seat belt. Passengers should also fasten
seat belt for same reason.

When using 3ooints seat belt, make sure the seat belt passes through the middle of shoulder (as shown in
figure), never allovseat belt passing neck.

Note:

¥ Each set of seat belt is for one person use only and must not be shared (even for kids). Loose clothes, such
as coat, may influence the function of seat belt.

¥ The passage of seat belt shall be smooth, avoid belt abrasghram edges.

¥ Keep seat belt opening from obstructed by papers or foreign matters, or the seat belt will not run
smoothly.

¥ Keep seat belt clean, or the restrainer may not work properly.

¥ Change seat belt if damaged or stretched due to accidents.

¥ Instdlation and fixing of seat belt can only be carried out at service station.

3-points inertia idler seat belt

When pull inertia idler seat belt, the movement is flexible. The seat belt will lock at sudden brake of
vehicle.

The auto restrain unit will aldock seat belt at vehicle acceleration, down slope and turn.

¥ Fasten seat belt
Slowly pull out seat belt tongue, passing chest and insert it into the locking unit at the side of seat till a
Aficlicko is heard (pull for inspection).

¥ Do not twist seat belt

Front seat back rest must not be excessively leaned back, or it may interfere the normal function of seat
belt.
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¥ Release seat belt

Press down red button on belt lock to release seat belt, the tongue will ejected out.

.Lay the tongue back, retractor williract the seat belt.the retaining plate will keep the tongue to a suitable
position.

Two point safe belt
There is two point safe belt in the middle of back row seat.

Fasten seat belt

Slowly pull out seat belt tongue, passing waist and insert it intéotikéng unit at the side of seat till a
Aiclicko is heard (pull for inspection).

When pass waist ,don't twist it to prevent the accident. When you want to Release seat belt, Press down red
button on belt lock to release seat belt, the tongue will ejected ou

Air bag (option)

Front air bag

On Lifan vehicle models furnished with air bag, front air bag system with reliable performance is used.
When severe front collision occurs, the front air bag system is a compensatipoitis3seat belt, it offers
extra protection to head and chest of the driver or assistant driver.

Apart from normal protection, when front collision occurs, the seat belt shall keep driver or assistant driver
in position for best play the role of air bag.

Note:

The max. performance séat belt and air bag occurs only when the seat is in correct position.

Role of front air bag

Design of air bag allows air bag correctly function by inflate the air bag with expandable gas during front
collision, the air bag will expand in front of theiver or assistant driver. The forward movement of the
driver or assistant driver will be attenuated so to reduce the harm to driver's head and chest.
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Air bag will not function under following conditions

¥ Side collision

¥ Talil collision

¥ Slight front colision (including bump cement pillar, trees or other kinds of spindle, in collision with
truck, etc)

Air bag is no substitution of seat belt, but a composition of whole passive safety solution of vehicle. Please

be aware that only when seat belt and ag works simultaneously that may best exert the max. protection
of seat belt and air bag. Thus not only for legal stipulations, but for safety reason, always use seat belt.

Parking brake

Parking brake rod lies between two front seats
Using parking brake
Lift up handle to its end to prevent vehicle from slippage.

When using parking brake when ignition switch is turned on, the brake warning indicator will light up.

Release parking brake
Slightly lift up the handle, press down lock button and push pauiiake downward to its end.
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Manual shifting gear

R: Reverse gear

Engage in reserve gear

Reverse shift can only be engaged into when vehicle is stopped. When engine is running, step down clutch
to its end before shifting, wait several second®rgeshifting to avoid quack sound because of bad gear
box gearing.

After turn on ignition switch, the rear reversing lights will light up once the reverse gear is engaged.

Note:

Do not rest hand on shifting rod during driving, or the pressure from halndewiransferred to gear box
shifting fork, and cause abnormal wear of shifting fork.

Sound system

The sound system starts working after turn on ignition switch (please refer to the manual of sound system).

Note:

1.Nobody except the authorized medhais allowed to open the cover to check and examine the CD
player.

2.In rainy season and damp areas, the moisture is apt to cover the perspective optical lens, which may
disable the CD player temporally. When this happens, please eject the disk and#witehplayer.The

player will recover its work normally in some minutes when the moisture on the lens vaporizes.

3.Please keep the disk clean; don't deform, scratch or break the disk.
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Adjustable steering wheel

When need adjust top or bottom angle paodition, you can hold the steering wheel, press collum governor
lever Ato get the angle which you need, then back the governor lever A and lock.

Note:

No adjust the steering wheel when driving, shift the steering wheel up or down to confirm the @ositio
lock after adjusted the steering wheel.

Steering unit lock/ignition Switch

Position 1: OFF (S)
Position 2: Accessories(A)
Position 3: ON (M)
Position 4: Start up (D)
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Operation:

Position 1: Insert or pull out ignition key at this position. Remkey and turn steering wheel till lock pin
engagement sound heard, then the steering wheel is locked.

Position 2: Turn ignition switch key to this position will power on accessories, but there is no power on
engine. If the key is hardly turned in keyidcslightly turn steering wheel left and right to release lock pin.

Position 3: Vehicle power on at this position, the whole vehicle electric circuit is in working condition.

Position 4: Start up engine in this position; Release key, which will automdtica r et urn t oA ONO
and switch off start up power.

In start up position, head lights, wind shield wiper, air blower and glass heater switches are switched off.

Start up engine

Note:

¥ Do not step down accelerator pedal when starting up electnogigtee

¥ When start up engine in closed area, be aware of CO toxicity.

¥ Shift shifting rod into neutral and pull up parking brake before start up.

¥Vehicles with manual gear box shall have the clutch pedal stepped down to allow starting unit driving only
engine.

¥ Once the engine is started up, release ignition switch key immediately to disengage starting motor and
engine, or the starting motor might be damaged.

¥ If the engine fails to be started properly, do not start up engine by pushing or pulling (Unkelrnt
entering ternary catalytic converter, and may cause damage), better use wire jumping method to start up
engine.

¥ Do not stop engine after start up, keep it running to heat it up, then it may be started, keep engine running
at idle speed for 30 secandefore starting up is only needed in cold (freezing) season. This gives
lubrication system more time to allow lubricant adapting circulation.

¥ Do not drive ovesspeed or at full speed before engine temperature reaches normal operation temperature.

Turn off engine

After long time high speed running of engine, keep it running at idle speed for about 2 min., which allows
engine to cool down before turn’ofthen turn off engine,then close engine .

Note:

When engine is in warm status, keep cooling faningn for a while even it is turned off.

Ternary catalytic converter

In order to meet the stricter tail gas exhaust standard, ternary catalytic converter integrated with close
loop control system method is adopted in Lifan vehicles.This is the besbadiottitail gas exhuast in the
world.
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Position of ternary catalytic
Converter:
Between front exhaust pipe of engine and silencer.

Operation conditions:

1.Normal working temperature range is 400°C~800°C. Ultrahigh temperature may cause thermal aging,
cariier sintering, smelting, etc., and cause failure of ternary catalytic converter.

2.Fuel must adopt quality lead free gasoline. Lead content in gasoline may cause failure of catalytic
function of precious metal in ternary catalytic converter.

Note:

¥ Avoid collision or severe motion on ternary catalytic converter, or the internal ceramic carrier may break
and clog exhaust system.

¥ Fuel used has to be quality lead free gasoline, lead contained gasoline may damage ternary catalytic
converter and electronic cwal system elements.On cars equipped with ternary catalytic converters,labels
shall be stuck on filling port of fuel tank to remind the user using quality lead free gasoline.

Ternary catalytic converter

¥ Avoid frequent cold start or long time start upger during start up  engine (fuel is absorbed into
cylinder during start up, and is discharged into ternary catalytic converter unburnt, which might cause
damage to ternary catalytic converter).

¥ When fuel inside fuel tank is not enough gravely, irreg@lel supply may damage ternary catalytic
converter.

¥ Conduct periodical maintenance at Lifan service station, get in time information about the electronic
control system. Repair if necessary or it may shorten the life of ternary catalytic convertetaaiwate

its purification function.

¥ The service life of ternary catalytic converter shall be no less than 75000km.

Signal lights/alarm lights

Forms of signal/alarm lights is related to different vehicle models and engines used. Symbols illustrated
here are identical with actual symbols on lights.
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Coolant temp/coolant level indicator

If this light was not go out or still flash during vehicle running, it indicates too high coolant temperature or
low coolant level.
Stop vehicle immediately and checoolant level, replenish if necessary.

Note:

You must stop to reduce the engine's heat when hand gets in red area.

If failure was not due to low coolant level, check heat radiation fan fuse. Change with new fuse if necessary
(DIY-Change fuse).

If the coolant level and heat radiation fan fuse are correct and the lights remains on. Stop driving and
contact the service station immediately for overhauling.

Generator indicator

@ < w O

This lamp lights up after turn on ignition switch, and goes out after engéteried.
If this lamp lights up during vehicle running, it indicates charging system fault. Stop vehicle at once, turn
off engine and check ribbedbélt.

¥ Stop driving after belt damaged, cause the generator, water pump, booster pump are out oangek, ch

new belt.
¥ If the belt is no worn but the alarm lights remains on, driving vehicle to a near service station, repairing it.
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Engine oil pressure indicator

This lamp lights up after turn on ignition switch, and goes out after engine is started.

If this lamp lights up or flashes during vehicle running, it indicates lubrication system fault, and is warning
the driver for too high/low engine oil pressure, stop vehicle at once and turn off engine, check engine oil
level, replenish if necessary.If oil levé&d regular,driving vehicle to a near service station ,checking
lubrication system.

Note:

Engine oil pressure alarm lamp is not engine oil level indicator.

OBD failure indicator(option)

This lamp lights up after turning on ingnition switch,and goesaftat the engine starts. If this lamp lights
up during vehicle running,go to maintenace workshop to check OBD and eliminate the breakdown.
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Brake shoe abrasion indicator

0 @< WO

If this lamp lights up or flashes after turn on of ignition switch or duririgole running, it indicates brake

shoe was abraded to limit position and the inner conductor of brake shoe was disconnected, the alarm
lights was lightened, and it was given to remind the driver to change brake shoes and ensure safe
operation.

Head lights indicator
(Refers to switch description)

r—

s 6 78
x1000rpm

This lamp lights up when turn on head lights main beam.

Engine fault inspection indicator

£ W

. ()
N @~ G O
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This lamp lights up after turning on ignition switch and goes out in several seconds.

If this lamp lights up when dré normally which mean malfunction. The electronic fuel injection switches
over urgent circulation procedure to help you short range drive, than you should get in touch with the
maintenance station for trouble removal.

Seat belt indicator
7
8.8

q x1000rpm
20

If the driver does not fasten seat belt,this lamp lights up after turning on ignition switch, it reminds driver to
fasten seat belt .

Brake fluid level indicator and Parking brake indicator

@< w O

After release parking brake, if this lamgmains lighting or keep lighting up during operation, it might be

too low fluid level in brake fluid tank, if brake at this time, the free travel of brake pedal may also increase.
This may indicates fault occurs in one of the pipes in dual pipe brakensytthis happens, drive the
vehicle to service station immediately and keep in mind that the brake during operation requires higher
stepping force and longer braking distance.

After ignition switch turned on, this lamp lights up when pulling up parkiadke or brake fluid level low.

When turn on ignition switch and pull up parking brake, while this lamp doesn't light up, find out the
reason for fault in time to make sure this lamp works fine.
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Note:

It will bring the brake system break down when thekjpe brake handle is in the hawg state for a long
time if driving (the parking brake indicator lights up).

Safety airbag indicator

678
x1000rgm

This lamp lights up after turning on ignition switch,and goes out after 3 to 4 seconds.If the lamp lights up
during véicle running,go to maintenance workshop to check and eliminate the breakdown.

Steering lights (Emergency lights) indicator

Steering lights indicatekights up when steering lights works.
Emergency indicatefurn on emergency lights, the left/right indtor work simultaneously.

Door open indicator

When vehicle door is open, this indicator lights up, check if this indicator lights up to avoid injure
passengers during operation.

If the door open, at the time of the indicator lamp lights up, the watoimg will sound when ignition
switch lights.
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ABS indicator

e wO
ABS wheel antilock brake systemm
" refer to ABS specification

Airblower innercirculation
Indicator

As per passenger requirement, air inlet method may be selected for ventilation systerindalagion that
requires cooling inside. Please find operations in
Eater & Ventilator/Air Conditionerjfor more details.

Windshield defrost/ heating switch and indicators

After switch on ignition switch, switch on ventilation window heating contralgitch, the indicator on
switch will light up

Windshield defrost/heating switch will being closed automatically after a certain time of delaying,If you
want to use it again, you should push the switch to put it back, then push it again to open it.
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Note:

The heat wire for clearing frog is on the inner appearance of back windshield, the clearing frog function
will disappear when the heat wire is damaged. The clearing frog will consume more power, it will
discharge the battery, so when start up the enginineo engine hasn't operated , please don't use the
clearing frog function.

Background lights adjust switch and indicatior

After turn on ignition switch,the background adjust switch can work.When the meter lights up,left and
right rotate this switch,tich can adjust the intensity of meter lights.

Automatic A/C (option)

Read the picture from left arrives right

Automatic operate onoff key

Automatic setting is a kind of economic running mode, that is inner temperature, blow mode is same with
the las using mode, air volume can be adjusted automatically in accordance with the sensor from
circumstance, temperature, sunshine,etc..

Air conditioning manual release key

The air volume, blow mode, inner temperature can be adjusted in accordance withgrasdengands
when opening.
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